Elliott Clarke Rugs

Montrose

Colourful and simple, these rugs are made with a hand spun, abrash dyed wool yarn
and are a favourite among designers. Colours have a “tie-dye” like effect, allowing for a
clean/minimal look without being totally plain or solid. And have a typical pile height of
8-10 mm.

Durability/Cleanability Suitable for high traffic areas for a medium to long lifespan. Wool is one of the
easiest and “carefree” fibres to look after. Hand loom construction is a durable and will last for years to
come.

HAND LOOM RUGS Hand loom rugs are woven using vertical shaft loom warp yarns are threaded
manually through the weft threads, usually made of cotton or wool. The weft yarn is passed back and
forth through the warp using a shuttle or by hand. This creates a flat woven “skeleton” of the rug, for flat
weave rugs (such as dhurries or kilims), this weaving continues for the entire rug. For pile hand-loom
rugs, there are more steps. Loop Pile or Cut Pile Using Rods: Metal rods are inserted across the warp
threads. Yarn is wrapped around these rods, creating loops. For loop pile, the loops are kept as-is after
removing the rod. For cut pile, the loops are cut with a special blade, creating plush pile. Each row of
weaving or pile is compacted using a beating comb or beater bar, this ensures tight structure, durability
and an even surface. Edges may be bound, hemmed, braided, serged this prevents unraveling and gives
the rug a clean finish. Piled rugs, the top surface is sheared to even out the pile height, patterns may be
carved or textured. Flat weaves will may only require a light trimming. Finally, the rug is washed to soften
fibres and set dyes, stretched to ensure shape stability either sun-dried or machine-dried.




