ZENITH

Heavy Commercial
Upholstery

NOBO
Hw G reen VEGA’EICOLFE,ATH ER

Zenith - Heavy Commercial Upholstery

Zenith is our new odour and phthalate free sustainable ECO PU faux leather. In production, Zenith uses zero water, zero solvents
and has zero waste chemicals. Tested to heavy commercial upholstery abrasion standards and stringent 105 days Jungle
hydrolysis testing. Zenith features Easy Clean finish and is bleach-cleanable. Available in 16 popular commercial colours, Zenith
is a perfect companion to Diplomat - a sophisticated Kavlon & PRET branded easy clean fabric woven to heavy commercial
upholstery standards.

Range Composition Performance Width Weight Warranty
Zenith 96% PU & 4% Silicone Heavy Commercial 140 cm 565 gsm 5 Years*

High Soft  Liquid Resistant  Easy Bleach Pet Odour Phthalate Solvent Sustainable Fire
Durability Touch PFC Free Clean Clean Friendly Free Free Free Practices Rated
Applications
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Workplace Healthcare Residential Senior Living Food Service Hospitality Education
TEST STANDARDS FLAMMABILITY-AS/NZS 1530.3-1999
Martindale Abrasion -

Ignitability (0-20 0
1SO 12947 150,000 Cycles 9 y(0-20)
Wyzenbeek Abrasion Spread of Flame (0-10) 0
AS2001.2.30 100,000 Double Rubs
Seam slippage (mm) _ ' Heat Evolved (0-10) 0
ISO 13936-2 Warp: 0 Weft: 0
Colour fastness to light Xenon arc 6 Smoke Developed (0-10) 5
1ISO 0105-B02, blue std 6

. Quality Management System I1SO 9001 Yes
Colour fastness to rubbing .
ISO 105-X12:1993 Dry-5 Wet-5 (Min -4)
] USA Fire Test-Us Cal. Bull 1172013 Pass

Colour fastness to perspiration Colour Change-5 (min 4)
Alkaline 1ISO 105-E04 Staining multifibre - 5 (min 3/4)

5 Years Warrany  *in accordance with care instructions
Free and hydrolysed formaldehyde

ISO 14184-1:1998 Not Detectable Bleach Do not Do not
A cleanable tumble dry wash

Resistance to Flexing -AS4878.9 No Cracking of PVC

Mtd B (requirement > 15,000 cycles) layer after 400,000 Cycles

Hydrolytic Stability (Jungle Test) Satisfactory -

ASTM 03690.7.11- 105 days (95% humidity)

No Cracking of PVC layer

Colour fastness to bleaching
-Hypochlorite AS2001.411-1982
5%Solution 40gL Sodium Hypochlorite

Colour change 5
(after 5 Bleach Cleans)

Scan for more information



Chalk Paloma Pewter Shitake

Zenith Range — Burgundy Granite Ironstone Onyx Rawhide
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Blossom Cinnabar Old Gold Teal

Avocado Loden Pacific Atlantic Zenith & Diplomat Range




